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MILITARY SPECIFICATION

SUPPORT ITEMS, ACCESSORIES, AND KITS, MECHANICAL;

PACKAGING OF

This specification is approved for use by all Departments and Agencies of
the Department of Defense

1. SCOPE
1.1 Scoge This spec ification covers the requirements for packaging
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spare and repair parts, accessorie and kits for systems and equipments such as,
but not necessarily limited to: 1nternal combustion engines (diesel, gas);

turbines (gas,

pumps;

steam); machinery (winches, capstans,
COmpressors;

metal and wood working);

and related mechanical or nonelectrical type equipment

requiring maintenance and overhaul replacement items or assemblies.

1.2

1.2.2

Levels of protection.

Preservation.

Level A (see 3.9.1.1)
Level B (see 3.9.1.2)
Level C (see 3.9.1.3)
Commercial (see 3.9.1.4)

Packing.

Level A (see 3.9.2.2)
Level B (see 3.9.2.3)
Level C (see 3.9.2.4)
Commercial (see 3.9.2.5)

Commander,

Beneficial comments (recommendations,
data which may be of use in improving
Naval Sea Systems Command,

Washington, DC 20362-5101 by using the self-addressed Standardization Document

additions, deletions) and any pertinent
this document should be addressed to:

SEA 55Z3, Department of the Navy,

Improvement Proposal (DD Form 1426) appearing at the end of this document
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or by letter.
AMSC N/A AREA PACK

DISTRIBUTION STATEMENT A Approved for public release;

distribution unlimited



2. APPLICABLE DOCUMENTS

2.1 Government documents.
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in the issue of the Department of Defense Index of Specifications and Standards
(DoDISS) and supplement thereto, cited in the solicitation.
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PP-B-1055
PPP-B-1672
PPP-C-96
PPP-C-795
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PPP-C-1842

PPP-F-320

PPP-H-1581

and *--*r»
Electrolyte; for Stor age
Batteries.

Primer Coating, Synthetic,
Lacquer-Resisting.

Paper, Kraft, Wrapping.
Boxes, Folding, Paperboard.

Boxes, Wood, Cleated, Veneer,

Boxes, Wood, Wirebound.

Boxes, Shipping, Fiberboard, Wood-Cleat

Boxes, Wood, Cleated-Plywood.

Boxes, Wood, Nailed and Lock-Corner.

Rust-Inhibit

Paper Ove

Boxes, Shipping, Fiberboard.
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Boxes, Setup.

Barrier Material, Waterproofed, Flexibl
Boxes,
Cans, Metal, 28 Gage and Lighter.

Cushioning Material, Packaging (Flexibl

Cellular, Plastic Film) for Packaging
Applications.

Cushioning Material, Cellulosic
Cushioning Material, Eolystyrene, Expan
Resilient (For Packaging Uses).

Cushioning Material, Uncampressed Bound
Packaging.

ing,

rlaid.

ed.

e.

Shipping, Reusable with Cushioning.

e

ded,

Fiber for

Cushioning Material, Packaging, (Unicellular
Polyethylene Foam, Flexible).
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Unicellular, Polypropylene Foam.
Cushioning Material, Plastic, Open Cell
Packaging Applications).
Fiberboard; Corrugated and Solid, Sheet
(Container Grade), and Cut Shapes.
Hardware (Fasteners and Related Items),

Procarvarion and Packing of Hand Tanls
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Tool Accessories for Power Driven. Met

Woodworking Machinery.

(For
Stock

Packaging
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Paperboard, Wrapping and Cushioning.
Tape: Packaging, Waterproof.

lves, Fictings and rLanges {Except for Systems
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Preservation, Methods of.

Barrier Material, Greasenroofed Waterproofed,
Flexible.

Bearings, Antifriction; Associated Parts and
Subassemblies; Preparation for Delivery of.

Boxes, Supply Support Items, Stowage and Storage.

b
Packaging of Hose, Hose Assemblies; Rubber,
Plastic, Fabric, or Metal (Including Tubing);
and Fittings, Nozzles, and Strainers.

Board, Composition, Water Resistant, Solid (For
Filler and Cushioning Pads).

Cans, Composite, Spirally Wound.

Packing, Preformed, Rubber, Packaging of.

Rubber Celilular Sheet, Molded and Hand Built
Shapes; Latex Foam.

Caps and Plugs, Protective, Dust and Moisture

S8 T pg=s, TIOLeLLLVE call

Seal General Spec1f1cat10n for.

Drums, Metal Reusable, Shipping and Storage (Cap.
From 88 to 510 Cubic Inches).

Rubber, Cellular, Chemically Blown.

Inhibitors, Corrosion, Volatile, Utilization of.
Engines: Preparation for Shipment and Storage

of

Cable, Cord, and Wire, Electric; Packaging of.

Varnish, Waterproofing, Electrical, Ignition.
Electric Machines Having Rotating Parts and
Associated Repair Parts: Packaging of.

Pumps (Including Prime Movers and Support Items);
Packaging of

Instruments). Packaglng of.
Electronic and Electrical Equipment, Accessories,

and Provisioned Items (Repair Parts): Packaging
of.
Lumber and Plywood, Fire-Retardant Treated.
Plastic Molding Material (Polystyrene Foam,

Expanded Bead).
Rubber or Plastic Sheets and Assembled and Molded
Shapes, Synthetic, Foam or Sponge, Open Cell.
Barrier Materials, Transparent, Flexible,
Sealable, Volatile Corrosion Inhibitor Treated.
Bags, Transparent, Flexible, Sealable, Volatile
Corrosion Inhibitor Treated.
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Sealable



MILITARY (Continued)
MIL-A-25175 - Air Transport, Nontactical, Packing for.
MIL-P-26514 - Polyurethane Foam, Rigid or Flexible, for
Packaging.
MIL-C-26861 - Cushioning Material, Resilient Type, General.
MIL-T-45542 - Tool Sets, Shop Sets and Kits Maintenance,
Modification and Tool Packaging of.
MIL-C-55442 - Cable Assemblies and Cord Assemblies, Packaging
of.
MIL-F-81334 - Foam, Plastic, Flexible, Open Cell Polyester
Type, Polyurethane.
MIL-F-87090 - Foam, Combustion Retardant, for Cushiocning Suppl;
Items Aboard Navy Ships.
STANDARDS
FEDERAL
FED-STD-313 - Material Safety Data, Transportation Data and
Disposal Data for Haznfd""ﬂ Materials Furnished
to Government Activities.
MILITARY
MIL-STD-129 - Marking for Shipment and Storage.
MIL-STD-147 - Palletized Unit Loads.
MIL-STD-758 - Packaging Procedures for Submarine Repair Parts.
MIL-STD-118¢ - Cushioning, Anchoring, Bracing, Blocking and
Waterproofing; with Appropriate Test Methods.
MIL-STD-1367 - Packaging, Handling, Storage, and Transport-
ability Program Requirements (For Systems and
Equipments).
MIL-STD-2073-1 - DoD Materiel Procedures For Development and
Application of Packaging Requirements.
2.1.2 Other Government publication. The following other CGevernment
publication forms a part of this spec1f1cat10n to the extenc specified herein.

the solicitation.

CODE OF FEDERAL REGULATIONS (CFR)
2S5 CFR 15910.1200 - Hazard Communication Standard

(Application for copies should be addressed to the Su
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per
Documents, US Government Printing Office, Washington, DC 20402.

(Copies of specifications, standards, and publications required by
contractors in connection with specific acquisition functions should be obtained
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rom thne contracting activity or as directed by the contracting activity.)

2.2 Other nublications The followin
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ing
specificatlon to the extent specified herein. Unless otherwise specified, the
issues of the documents which are DoD adopted shall be those listed in the issue
of the DoDISS specified in the solicitation. Unless otherwise specified, the
issues of documents not listed in the DoDISS shall be the issue of the

nongovernment documents which is current on the date of the solicitation.
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MIL-S-196D

C SQCIETY TESTING AND MATERTALS (ASTM)
D 996 - Standard Terminology of Packaging and Distribution
Environments. (DoD adopted)
D 3951 - Standard Practice for Commercial Packaging.
(DoD adopted)
(Application for copies should be addressed to the American Society for
Testing and Materials, 1916 Race Street, Philadelphia, PA 19103.)

(Nongovernment standards and other publications are normally available from
the organizations which prepare or which distribute the documents. These
documents also may be available in or through libraries or other informational
services.)
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ance with a commodity specification, having detailed packaging or preparation for
delivery requirements which differ from this specification, the packaging or

preparation for delivery specified in the commodity specification shall apply.

3. REQUIREMENTS

3.1 Definitions or explanation of packaging terms. Definitions or explana-
t+ian nf nacrkacine tarme annlisrnhla +a +hie cenacnifircatinan chall he as anfnd in
tion of packaging terms applicable tc this specification shall be tated in
the applicable referenced specification and as specified in 6.4. For definitions
or explanation of packaging terms not specified therein, MIL-P-116 and ASTM D 996

shall apply.
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3.2.1 Dummy or simulated load. When specified (see 6.2.1), a dummy or
simulated load may be used for the rough handling tests (see 4.4.2). When a
dummy or simulated load is substituted for the actual equipment or item in
performing the rough handling tests, instrumentation of the pack is required for
assurance that the acceleration of the packed item during the tests is less than
the fragility rating of the item. If this alternative load is used, the
contractor shall prepare a notification of tests (see 6.2.2).

3.3 Materials. Packaging materials shall be as specified herein and in the
applicable referenced specifications.

3.3.1 Recovered materials. Unless otherwise specified herein, all equip-
ment, material, and articles incorporated in the products covered by this
specification shall be new and may be fabricated using materials produced from

recovered materials to the maximum extent practicable without jeopardizing the
intended use. The term "recovered materials" means materials which have been
collected or recovered from solid waste and reprocessed to become a source of raw
materials, as opposed to virgin raw materials. Unless otherwise specifically
specified, none of the above shall be interpreted to mean that the use of used or

rebuilt products is allowed under this specification.



3.3.2 New materials. The use of newly developed packaging materials or
procedures are encouraged and recommended and will be permitted under the
conditions specified herein, provided they are equal to or better than the
d materials or procedures and there is no additional cost to the

3.3.2.1 Certification of new materials. If the contractor desires to use
materials or procedures other than those specified herein, he shall furnish a
certificate of compliance (see 6.2.2). If, after a review of the material or
procedure and the related documented evidence, or the witnessing of the stipu-
t is the opinion of the contracting activity that the material or
exceeds the requlrements spec111eu herein, interim authori-
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3.3.3 Asbestos.

3.3.3.1 Packaging materials. Asbestos or material and items containing
asbestos shall be excluded from use in the packaging of material or items covered
by this specification (see 6.5).

items Asbestos and senaratelvy

3.3.3.2 -k items. Asbestos, and separately p o
containing asbestos that is Dredomlnatelv distrlbuted throughout the item, shall
be packaged in sealed, dust-proof and sift- proof packages. Flexible p
shall be heat sealed. All packages shall be marked (see 3.9.3).
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3.3.3.3 Dusting material. Dusting material such as talcum shall be
asbestos-free. When specified in the contract or order, a certificate of
compliance shall be prepared (see 6.2.2).

=

3.3.4 (Cushioning and wrapping materials. he use of excelsior, newspaper,
shredded paper (all types) and similar hygroscoplc or nonneutral materlals and
all types of loose fill material (for applications such as cushioning, fill,
stuffing, and dunnage) shall be prohibited. Materials selected for cushioning
and wrapping shall have properties (characteristics) resistant to fire (see

3.9.1.1.1).

3.4 Technical data. Complete descriptive packaging details on drawings,
test results, and packaging and transportation data requirements are not required
when such were previously submitted and accepted by the contracting activity

3.4.1 Drawings. When specified in the contract or order, drawings or
special packaging instructions shall be prepared (see 6.2.2).

3.4.3 Packaging, handling, storage and transportabilitv plan (PHST). When
specified in the contract or order, a PHST shall be prepared (see 6.2.2). The
plan, when required, shall be tailored for the applicable system or equipment

acquisition in accordance with the requirements of MIL-STD-1367.

(o))



MIL-S-196D

3.4.4 Material safety data sheet (MSDS). The contracting activity shall be

provided a material safety data sheet (MSDS) at the time of contract award. The-
MSDS shall be provided in accordance with the requirements of FED-STD-313 and 29
CFR 1910.1200. When FED-STD-313 is at variance with the CFR, 29 CFR 1910.1200
shall take precedence, modify and supplement FED-STD-313. The MSDS shall be
included with each shipment of the material covered by this specification (see
6.7).

3.5 Lubrication. Rotating joints, bearings, and similar moving items and
assembled units requiring lubrication for service use shall be lubricated. The
lubricant shall be as specified in the equipmnet specification or as approved by
the contracting activity. Excess lubricants shall be removed prior to packing
operations.

3.6 Unit pack quantity. Unless otherwise specified (see 6.2.1), material
shall be unit protected one for each unit pack except that all parts comprising a
single set or assembly shall be individually unit protected within a unit pack.
When unit protected as a set, assembly, or quantity greater than one, each item
shall be wrapped or cushioned to prevent damage resulting from direct surface
contact with the surfaces of the adjacent items.

3.7 Sealing of openings. Small openings shall be sealed with pressure
sensitive tape conforming to class 1 of PPP-T-60. Large openings shall be
covered with waterproof paper conforming to class E-2 of PPP-B-1055 and secured
with tape as specified herein. When openings are covered, and the covering is
vulnerable to puncture or damage, the covering shall be further protected by
hardboard, wood, plywood, plastic or metal cover. The open ends of all piping
and fittings shall be sealed with plastic plugs or caps conforming to MIL-C-5501.

3.8 Navy fire-retardant requirements.

(a) Lumber and plywood. Unless otherwise specified (see 6.2.1), all
lumber and plywood including laminated veneer material used in
shipping container construction members, blocking, bracing, and
reinforcing shall be fire-retardant treated material conforming
to MIL-L-19140 as follows:

Levels A and B - Type II - weather resistant.
Category 1 - general use.

Level C - Type I - non-weather resistant.
Category 1 - general use.

(b) Fiberboard. Unless otherwise specified (see 6.2.1), fiberboard
used in the construction of class-domestic, non-weather
resistant fiberboard and cleated fiberboard boxes including
interior packing forms shall meet the flamespread and the
specific optic density requirements of PPP-F-320.

3.9 Llevel of protection (see 6.4.1).

3.9.1 Preservation. Preservation (unit protection) shall be level A, B, C,
or commercial, as specified (see 6.2.1).




3.9.1.1 Level A. Unless otherwise specified herein, cleaning processes,
drying procedures, preservative/preservative application, and methods of

preservation (unit protection) shall conform to MIL-P-116 and table I herein.
Requirements in table I are assigned by category. Methods are assigned on the
basis of the type of unit protection most commonly required for a specific
commodity. Unless otherwise specified (see 6.2.1), selection of the submethod,
where applicable, under a particular method shall be at the option of the
contractor.
TABLE I. Preservation.
MIL P-116 Special require
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Acid (electrolyte) ---- ~--- ---- Use 0-5-801
Adapter:
Nonprecision
{(without critical
surfaces):
ferrous metal:
unpainted I pP-2, P-19, 20 3.9.1.1.3
P-18
painted, plated
or primed I1I None 20
nonferrous I, III, IC P-2, P-10, 20 39/
P-19
Precision (with
critical
surfaces):
ferrous metal IC P-2, P-10, 20 3.9.1.1.3
P-18
nonferrous metal| I, IC, III P-2, P-10, 20 39/
P-19
Pipe ---- - ---- See Fitting
Adjuster:
Bearing IC P-2, P-10, 5 3.9.1.1.3
P-18
Lash IC P-2, P-10, 5 3.9.1.1.3
P-18
Speed IC P-2, P-10, 5 3.9.1.1.3
p-18
Ammeter ---- ---- .- Use MIL-E-17555
Arm:
Adjuster, I P-2, P-19, 10 3.9.1.1.3
generator P-18
Breaker IC P-2, P-10, 20 3.9.1.1.3
P-18
Contact (brush) IC P-2, P-10, 20 3.9.1.1.3
pP_18

See footnotes at end of table.
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or primed

footnotes at end

- R I
OL Ttable.

TABLE I. Preservation Continued
MIL-P-116 Special require-
Item Method of Type Intermediate [ments exceptions
preservation|{ preservative pack quantity| and reference
Rocker, fuel pump IC BP-2, P-10, 10 3.9.1.1.3
P-18
Rocker, valve IC P-2, P-10, 10 3.9.1.1.3
P-18
Armature
Magneto ---- ---- 5 1/
Use MIL-E-16298
Motor - —_——— 5 i/
Use MIL-E-16298
Relay (cut-out) ---- ---- 5 1/
Use MIL-E-17555
Regulator, current ---- ---- 5 1/
and voltage Use MIL-E-17555
Axle:
Carburetor, IC p-2, P-10, 10 3.9.1.1.3
butterfly P-18
Wheel I P-2, P-19, “--- 3.9.1.1.3
pP-18
Baffle:
Metallic:
ferrous I P-2, P-19, 10 3.9.1.1.3
P-18
nonferrous I, 111, 1Icy P-2, P-10, 10 39/
P-19
Nonmetallic I1I None 10
Plated, painted, III None 10
or primed
Ball, fuel pump I P-2, P-19, 10 3.9.1.1.3
P-18
Ball:
Metallic:
ferrous IC P-2, P-10, 20 3.9.1.1.3
P-18
nonferrous I, I1I, IC P-2, P-10, 20 39/
P-19
Nonmetallic I1I None 20
Band:
Cover I P-2, P-19, 50 3.9.1.1.3
P-18
Radio noise ---- ---- 50 Use MIL-E-17555
suppression
Plated, painted III None 50
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TABLE I. Preservation. - Continued
MIL-P-116 . .
Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Barrel: cranking IT None ----
motor with coils
Base:
Engine:
ferrous I P-2, P-19, ---- 3.9.1.1.3
P-18
nonferrous I, III, IC P-2, P-10, ---- 39/
P-19
Motor:
ferrous I P-2, P-19, - 3.9.1.1.3
P-18
nonferrous I, III, IC P-2, P-10, 39/
P-19
Lever control I P-2, P-19, -—--- 3.5.1.1.3
P-18
Bearing:
Anti-friction ---- ---- ---- Use MIL-B-197
Friction:
ferrous IB, IC P-2, P-6, 10 2/
impregnated P-10
nonferrous I1II, IC None 10
Combination IA, IB P-2, P-19 5 2/, 3/
ferrous and non-
ferrous
Half (set)
radial, hydro- I, IC P-2, P-6, 5
dynamic P-10
grade 10
Belt:
Drive, metal -—— --——- ---- See Chain
Fan, generator,
water pump:
leather IC ---- ----
rubber ITI None 10 4/
Blade:
Fan and governor:
Nommetallic IT1 None ----
RFarvrmrnirc *
painted, primed ITI None ----
unpainted I P-2, P-19, ---- 3.9.1.1.3
P-18
Turbine ---- ---- - Use MIL-P-17286
See footnotes at end of table
‘ 10
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TABLE I. Preservaticon. - Continued
MIL-P-116 Special require-
Item Method of Type Intermediate [ments exceptions
preservation| preservative | pack quantity| and reference
Block:
Cylinder:
bare without I P-2, P-§, ---- 5/, &/
moving parts P-19, P-18,
P-21
with moving parts 11 P-21, P-10 ---- 5/, &/
grade 30,
P-18 3.9.1.1.3
Blower:
Mechanical with
moving parts II P-10 grade 30 ---- 1/
Motor driven, -—--- - ---- Use MIL-E-16298
electrical
Body:
Carburetor IC P-10 grade 10 5
Fuel and oil pump IC P-10 grade 10 5
Governor IC P-10 grade 10 5
Injector IC P-10 grade 10 5
0il filter IC P-10 grade 10 5
Boot, rubber III None 10 &/
Bolt:
Standard ---- ---- 50 Use PPP-H-1581
3.9.1.1.3
Precision with
critical surfaces:
ferrous IB, IC P-2, P-10 50 3.9.1.1.3
grade 30,
P-18
nonferrous I, I11, IC P-2, P-10, 50 39/
P-19
Bond:
Bell housing I P-2, P-19, 25 3.9.1.1.3
P-18
Distributor to I P-2, P-19, 25 3.9.1.1.3
block P-18
Bowl:
Glass with gasket ITI None 10 S/
Metallic:
ferrcus IC p-2, P-10 10 3,9.1.1.3
grade 30,
P-18
nonferrous I, III, IC P-2, P-10, 10 39/
P-19
See foonotes at end of table.
11
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TABLE I. Preservation. - Continued
MIL-P-116 . .
Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
plated, painted, I11 Nene 10
or primed
Brace -—--- ---- ---- See Bracket
Bracket:
Ferrous I P-2, P-19, 10 3.9.1.1.3
P-18
Nonferrous I, III, IC P-2, P-10, 10 39/
DP_1Q
Plated, painted, 11T None 10
or primed
Breaker:
Circuit ---- ---- 10 Use MIL-E-17555
Contact points ---- ---- 25 Use MIL-E-17555
Breather, crankcase I P-2, P-10 10 1o/
grade 30, 3.9.1.1.3
P-18
Bridge, exhaust I P-2, P-10 5 3.9.1.1.3
valve P-18
Brush, electrical -———- ---- 10 Use MIL-E-17555
Bushing:
Bearing type:
prelubricated
ferrous IC P-2, P-10 10
nonprelubri-
cated ferrous IC P-2, P-10, 10 3.9.1.1.3
P-18
nonferrous I, III, IC pP-2, P-10, 10 39/
P-19
Pipe ---- ---- ---- See Fittings
Butterfly, choke IC P-2, P-10, 20 3.9.1.1.3
p-18
Cable:
Battery:
metallic IC P-11 10 11/
insulated IC P-11 10 11
Flexible metal IcC P-11 10 1i/
Ground I P-2, PB-19, 20 11/
P-18 3.9.1.1.3
Ignition - wiring IC None 10 Coat with mate-
rial conforming
to MIL-V-13811
Cage:
Bearing IC P-6 10
Injector valve IC P-2, P-10, 10 3.9.1.1.3
spring P-138
See foonotes at end of table
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TABLE I. reservation. - Continued
MIL-P-116 Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Cam:
Metallic IC P-2, P-6, 20 3.9.1.1.3
P-10, P-18
Nonmetallic 111, 1IC None 20 12/
Camshaft:
Engine - up to 25
pounds IB, IC P-2, P-10, ---- 2/, 8/, 13/
pP-18 3.9.1.1.3
Engine - over 25 ic P-2, P-10, ---- 13/
pounds p-18, Pp-19 3.9.1.1.3
Cap:
Bearing crankshaft IB, IC, P-2, P-10, 5 3.9.1.1.3
P-18
Distributor IC None 5
Metallic: :
ferrous metal 1 P-2, P-19, 10 3.9.1.1.3
D_19Q
nonferrcus metal I, I11, IC P-2, P-10, 10 39/
P-19
Nonmetallic III, IC None 10 12/
Carburetor assembly II P-10 grade 10 ----
Cartridge:
Metallic types:
ferrous I P-2, P-10 10
grade 30
nonferrous I, 111, IC P-2, P-10, 10 39/
P-19
Nonmetallic types III, IC None 10 12/
Carrier, governor
Weight I P-2, P-10 10
grade 30
Case
Blower IG P-2, P-10 ---- 13/
grade 30
Gear I P-10 grade 30, ---- 6/
P-19
Flywheel shroud I P-2, P-19, ---- 6/
P-18 3.9.1.1.3
Casing: control, IC P-10 grade 30 10 14/
a~hAamatar anAd
speedometer
Chain
Nonprecision I P-19 5
Precision IC P-10 grade 30 5
See footnotes at end of table
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See footnotes at end of table.
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MIL-S-196D
TABLE I. Preservation. - Continued
MTT _D_114&
e Special require-
Item Method of Type Intermediate [ments exceptions
preservation| preservative | pack quantity| and reference
Clamp: ---- ---- ---- See Clip
Electrical ---- ---- 20 Use MIL-E-17555
Hose ---- ---- 20 Use MIL-P-775
Cleaner:
Air:
dry (felt, paper) II1, IC None ---- 12
oil bath IC P-7, P-10 ... 15/
grade 30
Fuel or oil ---- ---- ---- See Strainer
Clevis I P-2, P-18 10 3.9.1.1.3
Cup:
Metal:
ferrous I P-2, P-19, 20 3.9.1.1.3
P-18
nonferrous I, 111, IcC P-2, P-10, 20 39/
P-19
plated, painted, ITI None 20
or primed
Nonmetal III None 20
Clutch:
Pulley (ball bear- IC P-2, P-10 ----
ing on sleeve) grade 30
Starter and IC p-2, P-10 8
instrument grade 30
Coil ---- ---- ---- Use MIL-E-17555
Collar:
Ferrous:
precision/criti- IC P-2, P-10 20 3.9.1.1.3
cal surfaces P-18 grade 30
nonprecision I P-2, P-19, 20 3.9.1.1.3
P-18
Nonferrous I, III, IC P-2, P-10 20 39/
P-19
Painted, plated, III None 20
or primed
Commutator .- ---- ---- Use MIL-E-16298
Compressor:
Air engine I P-19, p-10 -=-- 15/
assembly (modified) grade 30
Condenser, --—-- ---- ---- Use MIL-E-17555
electrical
Conduit ---- ---- .- Use MIL-E-17555
Cone, bearing IC P-6, P-11 10
Cone and roller ---- ---- .- Use MIL-B-197




MIL-S-196D

TARLE I Preservation. - Continued
BiL-r-115 Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Connector:
Electrical with ---- ---- 30 Use MIL-E-17555
contacts
Nonelectrical I P-2, P-19, 30 3.9.1.1.3
P-18
Contact, electrical ---- ---- 30 Use MIL-E-17555
Control: injector, IC P-7, P-10 5
governor, grade 30
carburetor choke
Cooler:
0il transmission I P-10 grade 30, 5 16/
(fluid drive) (modified) P-19
Fuel I P-10 grade 10, 5 16/
P-19
Core:
Heat exchanger I P-7, P-10 ---- 17/
(modified) grade 20,
P-19, P-21
Radiator (com- I P-19, P-21 ---- 17/
posite and non- (modified)
ferrous)
0il cooler I P-7, P-10 ---- 17/
(modified) grade 30,
p-19, p-21
Counterweight:
Clutch pulley I P-2, P-19, ---- 3.9.1.1.3
P-18
Governor I P-2, P-19, 5 3.9.1.1.3
P-18
Crankshaft I P-2, P-19, ---- 3.9.1.1.3
P-18
Coupling:
Electrical ---- ---- 30 Use MIL-E-17555
Pipe or tube ---- ---- 30 Use MIL-P-775
Cover:
Metallic:
ferrous I P-2, P-19, 5 3.9.1.1.3
P-18
nonferrous I, I11I, IC P-2, P-10 5 39/
P-19
ferrous with non- IC P-10 grade 30 5 18/
metallic parts
or elements
See footnotes at end of table
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TABLE I. Preservation. - Continued
MTL-P-116
— Special require-
Item Method of Type Intermediate [ments exceptions
preservation| preservative pack quantity| and reference
nonferrous with IC —_——- 5
nonmetallic
parts or
elements
Nonmetallic 11, IC ---- 5 12/
Crank:
Hand I P-2, P-19, 5 3.9.1.1.3
P-18
Bell I P-2, P-19, 5 3.9.1.1.3
P-18
Governor I P-2, P-19, 10 3.9.1.1.3
P-18
Crankcase:
Assembly 1 P-2, P-19, ---- 3.9.1.1.3
(less block) p-18
Assembly with ---- ---- ---- See Block
block
Crankshaft:
With or without IB, IC P-6, P-7, ---- 2/, 19/
gear or bearing P-10
up to 25 pounds grade 30
With or without IC P-7, P-10 ---- 13/
gear or bearing (modified) grade 30
over 25 pounds
Cup
Grease IC P-2, P-10 10
grade 30
0il (soak type) IC P-2, P-10 10
grade 30
Thrust, governor IC P-2, P-10 10
grade 30
Cylinder:
Engine (case IC P-2, P-10 ----
integral with grade 30
crankcase small
0il drain holes)
Bearing inserts - IC P-2, P-10 5
straight grade 30
Damper:
Crankshaft
vibration I P-18, P-19 5 3.9.1.1.3
Fluid pressure:
ferrous I P-2, P-18, ---- 3.9.1.1.3
P-19

See footnotes at end of table.
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MIL-S-196D

TABRIE I, Preservation. - Continued
MiL-v-116 Special require-
Item Method of Type Intermediate [ments exceptions
preservation| preservative pack quantity| and reference
nonferrous I, 111, icy PB-2, P-10, ---- 12/, 39/
P-19
Deflector
Injector
ferrous I P-2, P-19, 5 3.9.1.1.3
P-18
nonferrous I, III, IC P-2, P-10, 5 39/
P-15
Device, idling IC P-7, P-10 20
grade 30
Diaphragm, fuel IC None 10
pump
Diffuser, crankcase I P-19, P-18 ---- 3.9.1.1.3
Disc:
Clutch:
with hub and non- IC -—-- ---- 20/
metallic facings
without hub and I P-18, P-19 ---- 3.9.1.1.3
facings
Leather, fiber III, IC None 5 12/
Distributor, II None ----
assembly
Dog:
Clutch I P-18, P-19 10 3.9.1.1.2
Starter I P-18, P-19 10 3.9.1.1.3
Dowel:
Metal I P-2, P-19, 20 3.9.1.1.3
P-18
Nonmetal ITI None 20
Drive:
Starter ic P-10 grade 30 ----
Tachometer IC P-10 grade 30 5
Elbow ---- ---- ---- See Fitting
Electrical items: ---- ---- ---- Use MIL-E-17555
not otherwise
indicated herein
Electrode, magneto IC None 10
Electrical machines ---- ---- ---- Use MIL-E-17555
Element ---- ---- ---- See Cartridge
End, control IC P-2, P-10 10 21/
throttle rod (modified) grade 30
Engine assembly, ---- ---- ---- Use MIL-E-10062
with or without
mounted
accessories
ee footnotes at end of table
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See footnotes at

end of table.
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TABLE I. Preservation. - Continued
MIL-P-116 - .
Special require-
Item Method of Type Intermediate [ments exceptions
preservation| preservative pack guantity; and reference
Expander, piston I, IC P-2. P-10 20 22/
grade 30, 3 1.1.3
P-19, P-18
Extension: underpan I P-2, P-19, ---- 3.9.1.1.3
clutch and fly- P-18
wneel housing
Facing: clutch, IC ---- ---- 23/
molded or woven
Fan:
Engine I1I, I P-2, P-19, 5 24/, 25/
P-18 3.9.1.1.3
Generator III, I P-2, P-19, 5 25/
P-18 3.5.1.1.3
Felt: oil seal IC None 30
Field and frame .- ---- 10 Use MIL-E-16298
Filler oil, P-2, P-19 ---- 3.9.1.1.3
crankcase P-18
Filter:
Cleaner, air ---- ---- 20 See Cleaner, dry
felt, paper
Fuel and oil ---- ---- 20 See Cartridge
Magnete ---- ---- 20 Use MIL-E-17555
Distributor ---- ---- 20 Use MIL-E-17555
Primary circuit ---- ---- 20 Use MIL-E-17555
Radio noise ---- ---- 20 Use MIL-E-17555
suppression
Fitting:
Pipe nipples,
elbows, plugs,
unions, tees,
caps, etc.:
ferrous metal I P-2, P-19, 25 3.9.1.1.3
P-18
nonferrous metal I, III, IC P-2, P-10, 25 39/
P-19
nonmetallic I1I None 25
Lubrication IC P-7, P-10 25
grade 30
Flange ---- ---- 5 Use MIL-V-3
Flinger:
Ferrous I P-2, P-19, ---- 3.9.1.1.3
P-18
Nonferrous I, 111, IC P-2, P-10, ---- 39/
P-19
Nonmetallic III, IC None --== 12/




MIL-S-196D

TARLE I. Presgervation, - Continued
plL-r-120 Special require-
Item Method of Type Intermediate |[ments exceptions
preservation| preservative pack quantity| and reference
Float
Metallic
ferrous IC P-2, P-10 20
grade 30
nonferrous I, II1I, IC P-2, P-10, 20 39/
P-19
Nonmetallic III, IC None 20 12/
Flywheel: except
hydromatic, with
or without ring
gear assembly I pP-2, P-19 ----
Magneto ---- --—- ---- See MIL-E-16298
Follower: ---- ---- ---- See Guide
Cam IC P-2, P-10 5
_ grade 30
Injector IC P-2, P-10 5
grade 30
Fork:
Fuel pump drive I P-2, P-19, 10 3.9.1.1.3
P-18
Governor shaft I P-2, P-19, 10 3.9.1.1.3
pP-18
Frame
Generator I p-2, P-19 5
Motor 1 P-2, P-19 5
Panel, instrument
painted ITI None 5
unpainted I P-2, P-19 5
Radiator I P-2, P-19 ----
Gauge
Electrical ---- ---- 10 Use MIL-E-17555
Nonelectrical
(fuel, oil,
temperature):
open : II ---- 10
hermetically III None 10
sealed
0il dipstick I P-2, P-19, 10 3.9.1.1.3
P-18
Gasket:
Ferrous metal and IC P-7, P-10 20 25/
composition grade 30
Nonferrous metal IC None 20 25/
and composition
See footnotes at end of table.
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TABLE I. Preservation. - Continued
MTT _D_11K
———— Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative | pack quantity| and reference
Ferrous metal IG p-2, P-10 20 25/
grade 30
Nonferrous metal I, III, 1IC P-2, P-10, 20 25/, 39/
P-19
Metal and asbestos IC P-19 20 25/
3.3.3
Nonmetal (cork, IC None 20 25/
fiber, felt, 3.2.3
leather, paper,
rubber, teflon or
neoprene, etc.)
Gear:
Ferrous metal IB, 1IC P-2, P-10 5 2/
grade 30, 3.9.1.1.3
p-18
Nonferrous metal I, III, IC P-2, P-10, 5 39/
P-19
Nonmetallic II1 None 5
Assembly with IC P-10 grade 10 ---- 26/
housing
Assembly - IC P-15 ----
hydraulic marine
Gear box assembly I P-2, P-6, ---- 6/
P-19
Generator ---- ---- ---- Use MIL-E-16298
Gland:
Pump:
ferrous IC P-2, P-10 20 3.9.1.1.3
grade 30,
P-18
nonferrous I, I11, IC P-2, P-10, 20 39/
P-19
Glass dual, tube, I1I None 20 27/
etc.
Governor assembly 11 ---- ----
Grommets, rubber IC None 100 4/
Guide:
Air cor baffle
(flat or formed):
ferrous metal I P-2, P-19, 10 3.9.1.1.3
P-18
nonferrous metal I, III, IC P-2, P-10, 10 39/
P-19
I1I None 10

plated, painted,

- e~ ]
UL plLliicu

Sece

footnotes at end of table.




MIL-S-196D

TABLE I Pregervation. - Continued
MiL-P-115 Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Cam follower Ic P-10 grade 30 10
Valve stem IC P-10 grade 30 10
Hair: air cleaner, IC ---- 30
fuel or wvacuum
pump
Handle:
Carrying I P-2, P-19, 30 3.9.1.1.3
P-18
Hand crank I P-2, P-19, 30 3,9.1.1.3
P-18
Hardware: bolts, ---- ---- - Use PPP-H-1581
nuts, rivets, etc.
Hanger ---- ---- ---- See Bracket
Harness, wiring ---- ---- ---- Use MIL-C-55442
Head:
Cylinder L-type 1 P-2, P-19, ---- 17/, 28/
(modified) pP-21
Valve in head
assembly with or
without valves:
up to 40 pounds II P-10 grade 30 ---- 28/
over 40 pounds II P-10 grade 30 - 28/
Filter I P-2, P-15 10 &/
Generator or I P-2, P-19 10 &/
starter
Hinge:
Metallic:
ferrous I P-2, P-19, 5 3.9.1.1.3
P-18
nonferrous I, I1I, IC P-2, P-10, 5 39/
P-19
plated, painted, I1I None 5
or primed
Nonmetallic IC None 5 12/
Holder, brush ---- ---- 30 Use MIL-E-17555
Hose and fittings ---- ---- ---- Use MIL-P-775
Housing:
Clutch I P-2, P-15 ---- 6/
Flywheel I P-2, P-19 ---- 6/
Instrument I P-2, P-19 10 6/
Motor I P-2, P-19 5 6/
Pump R - ---- Use MIL-P-16789
0il filter bypass IC P-10 grade 30 5
valve
Thermostat I P-2, P-19 10 o/
See footneotes at end of table,
21




TABLE I. Preservation. - Continued
MTT _.D_11&
S Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantityj and reference
Reduction gear I p-2, P-19 ---- 6/
Hub:
Blower drive gear IC P-2, P-10 10
grade 30
Idler gear IC P-2, P-10 10
grade 30
Sprocket I P-2, P-19 10 6
Water pump .- ---- 10 Use MIL-P-16789
Impeller:
Ferrous I P-2, P-19, 10 3.9.1.1.3
P-18
Nonferrous I, III, IC P-2, P-10, 10 39/
P-19
Pump .- ---- ---- Use MIL-P-16785
Indicator: engine ==-= === ---- See Gauge
oil level, dip-
stick
Injector, fuel IC P-10 grade 30 6 29/
Insert:
Cylinder liner .- ---- ---- See Liner
0il pan drain I P-2, P-18, 30 3.9.1.1.3
P-19
Valve seat IC P-2, P-18, 30 3.9.1.1.3
P-19
Isolator IC None 5
Insulator:
Cylinder sleeve III None 30
Electrical ---- ---- 30 Use MIL-E-17555
Fiber 111, IcC None 30 12/
Jaw starter IC P-2, P-10 0
grade 30
Jet, carburetor IC P-10 grade 30 50
Key:
Valve stem IC P-10 grade 30, 100 3.9.1.1.3
P-18 _
Woodruff and other ---- ---- ---- Use PPP-H-1531
Kit (and sets): ---- ---- ---- Each individual
Carburetor repair part within the
Engine overhaul - kit shall be
gasket unit packaged
Blower end plate and identified
cover as specified
Blower - installa- within this
tion table. Kits
Blower - repair or sets shall
See footnotes at end of table.
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IL-S-196D

TABLE I. Preservation. Continued
MIL-P-116 Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Cylinder be packaged as
Cylinder head a complete unit
overhaul gasket in plastic
0il pan to block molded trays or
gasket foam will be
Fuel pump overhaul acceptable with
Fresh water pump proper identi-
reconditioning fication sup-
Fresh water pump plied. See
seal replacement 3.9.1.1.5
Raw water pump
seal and impel-
ler, replacement
Forward clutch
piston seal
Injector service
Valve
Shim
Latch, air inlet I P-2, P-19, 10 3.9.1.1.3
valve P-18
Lead ---- ---- 10 See Cable
Lever: carburetor, 1 P-2, P-19, ---- 3.9.1.1.3
choke, control P-18
governor, throt-
tle, and fuel
shutoff
Lever assembly, IC P-11, P-2 6
with gearings
Liner, cylinder IC ---- ---- 17/
assembly
Lines:
Metallic:
ferrous I P-10 grade 30 10 30/
or 50
nonferrous I, 111, IC P-2, P-10, 10 30/, 39/
P-19
Nonmetallic IC None 10 30/
Lining:
Clutch and brake, IC None 10 3.3.3.2
melded and woven
Asbestos composi- 111 None 10 3.3.3.2
tion
Link:
Carburetor I P-2, P-10 20 3.9.1.1.3
grade 30,
P-18
See footnotes at end of table.
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TABLE I. Preservation. - Continued
MTT _D_114
S Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Accelerator I P-2, P-10 20 3.9.1.1.3
grade 30,
P-18
Governor I P-2, P-10 20 3.9.1.1.3
grade 30,
P-18
Throttle I P-2, P-10 20 3.9.1.1.3
grade 30,
P-18
Injector control IC pP-2, P-10 20 3.9.1.1.3
grade 30,
P-18
Lock:
Ignition IC P-1i0 grade 30 30 31/
Bearing nut IC P-10 grade 30, 30 3.9.1.1.3
retainer P-18
Piston pin IC P-10 grade 30, 30 3.9.1.1.3
P-18
Locknut, lock -—--- ---- 10 Use PPP-H-1581
washer, etc.
Lubricator, starter IC P-2, P-10 30
grade 30
Lug, electrical ---- ---- “--- Use MIL-E-17555
Magneto ---- ---- ---- Use MIL-E-16298
Manifold:
Intake and exhaust I P-10 grade 30, 10 6/, 32/
P-19
Heat exchange I P-10 grade 30, ---- i7/
P-19, P-21
Motors:
Electric .- — ---- Use MIL-E-16298
Hydraulic ---- ---- ---- Use MIL-P-16789
Motor assembly, ---- ---- ---- Use MIL-E-16298
starting
Mounting:
Metal ---- ---- ---- See Bracket
Rubber 111 None 10 4/
Muffler assembly I P-10 grade 30, ---- 17/
P-19, P-21
Neck expansion tank 1 p-2, P-19, 10 6/
filler P-18 3.9.1.1.3
Nipple:
Hose ---- ---- 10 Use MIL-P-775
Pipe ---- ---- 10 Use MIL-P-775
Spark plug cable I1I None 50 &/
See footnotes at end of table.
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MIL-S-196D

TABLE T Preservation. - Continued
Al r-120 Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Nozzle:
Carburetor IC P-10 grade 30 20
Fuel injector IC P-10 grade 30 20
Nut:
Standard (common —--- .- ---- Use PPP-H-1581
hardware)
Precision:
ferrous metal icC B-2, B-1i0 50 3.9.1.1.3
grade 30,
P-18
nonferrous metal I, III, IC P-2, P-10, 50 39/
P-19
Oiler:
Distributor IC P-10 grade 10 20
Motor (starter and ic P-10 grade 10 20
generator)
Orifice: oil, IC P-10 grade 30 20
engine cylinder
Packing:
Leather I1I, IC None 20 12/
O-ring ---- ---- 30 Use MIL-P-4861
Rubber IC None 30 a/
Fabric iC None 30 12/
Graphite treated IC None 30
Pad:
Breather:
metallic IC P-10 grade 30 5
nonmetallic ITI None 5
Pan:
0il I P-18, P-19 ---- 3.9.1.1.3
0il assembly ---- ---- ---- See Cover
0il with oil I P-10 grade 30, ---- 6/, 33/
pressure lines P-19
Pedal, starter I P-2, P-19, 10 3.9.1.1.3
P-18
Pin
Nonprecision
ferrous metal I, IB r-2, P-19, 30 2/
P-18 3.9.1.1.3
nonferrous metal I, 11T, 1C P-2, P-10, ---- 39/
P-19
See footnotes at end of table.
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MIL-S-196D

TABLE I. Preservation. - Continued
MIL-P-116
Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Precision with
critical
surfaces:
ferrous metal IC P-2, P-10 30 3.9.1.1.3
grade 30,
P-18
nonferrous metal I, III, IC P-2, P-10, 30 39/
P-10Q
Piston IB, IC P-10 grade 30, 6 2/
P-18 3.9.1.1.3
Pinion ---- ---- ---- See Gear
Pipe:
Air cleaner I P-2, P-19 10
Exhaust ---- ---- --- See Muffler
Breather I P-2, P-10 10 34/
grade 30,
P-19
Filler I P-2, P-10 10 34/
grade 30,
P-19
Drain I P-2, P-19 10 6/
Crankcase outlet I r-2, P-19 10 6/
Piston
Engine with or IC P-2, P-10 6
without pin and grade 30
rings
Forward clutch IC P-18 5 3.9.1.1.3
Piston rings IC P-18 6 3.9.1.1.3
Plate:
Breaker or magneto ---- ---- ---- Use MIL-E-175535
Clutch ---- ---- ... See Disc
Engine support ---- ---- ---- See Bracket
Governor support I P-2, P-19 10
Starter and gener- II P-2, P-19 10
ator
0il seal IcC P-2, P-10 10
grade 30
Thrust, camsha IC P-2, P-10 10
grade 30
Name and date IC None 20 35/
(identification)
Clutch pulley IC P-2, P-6 10
Plug:
Cam shaft IC P-2, P-10 10
grade 30
See footnotes at end of table.
26 N




MIL-S-196D

TABLE I. Preservation. - Continued
MIL-P-116 Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Expansion I P-2, P-1i0 i0
grade 30
Pipe ---- ---- ---- See Fitting
Spark IC None 8
Plunger:
Fuel pump and IC P-2, P-10 20
governor grade 30
Injector with IC P-10 grade 30 10
bushing assy
0il pump with or IC p-2, P-10 20
without check grade 30
valve
Point set: distri- ———- ---- ---- Use MIL-E-17555
butor
Pole:
Field, coil - R ---- Use MIL-E-16298
Generator e - ---- Use MIL-E-16298
Poppet, selection IC P-2, P-10 10
valve grade 30
Post, terminal ---- ---- 30 Use MIL-E-17555
Power take off, --- .- --- See Gear
transmission
Primer, engine Ic P-2, P-10 20
grade 30
Pulley I P-2, P-19 10 36/
Pulsator, fuel pump Ic -a-- 50
Pump:
Fuel and oil with II ---- ---- MIL-P-16789
nonmetallic parts
Fuel and oil with- IC P-10 grade 30 ---- 16/
out nonmetallic
parts
wgter with or 11 ---- ---- MIL-P-16789
without metallic
parts
Quadrant, IC P-2, P-10 50
carburetor grade 30
Quill:
Camshaft IC P-2, P-7 5
Fan drive IC P-2, P-7 5
Water pump drive 1C P-2, P-7 5
Race, bearing R - - Use MIL-B-197
Rack:
Injection assembly IC P-10 grade 30 10
Noncritical I P-2, P-19 10
See footnotes at end of table
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MIL-S5-196D
TABLE I. Preservation. - Continued
MTT._P_11§
e Special require-
Item Method of Type Intermediate |[ments exceptions
preservation| preservative pack quantity| and reference
Radiator assembly, I P-19, P-21 ---- 17/, 28/
composite and non-
ferrous
Receptacle:
Electrical ---- ---- 20 Use MIL-E-17555
Speedometer iC B-7, P-10 i0
grade 30
Tachometer IG p-7, P-10 10
grade 30
Regulator:
0il pressure IC P-10 grade 30 5
Voltage ---- ---- ---- Use MIL-E-17555
Relay: -electrical ---- ---- ---- Use MIL-E-17555
all types
Release, compres- I P-2, P-19 10
sion assembly
Reservoir, oil, air I P-2, P-19 10 37/
cleaner
Retainer:
Grease or oil seal 1 P-2, P-19 50
Valve spring 1 P-2, P-19 50
Bearing IC p-2 10 See MIL-B-197
Rheostat, elec- ---- ---- ---- Use MIL-E-17555
trical
Ring:
Locking
20 gauge, l-inch IC P-10 grade 30 20
diameter or less
19 gauge, 1l-inch iC P-10 grade 30 20
diameter or
greater
Riser, governor IC P-2, P-10 10
grade 30
Rivet ---- ---- ---- Use PPP-H-1581
Rod:
Connecting IB, IC P-2, B-10 5 2/
grade 30
Hollow or drilled IC P-7, P-10 5
grade 30
Solid:
ferrous metal I P-2, P-18, 20 3.9.1.1.3
P-19
nonferrous metal I, I11I, IC P-2, P-10, 20 39/
P-19
Roller set, cam IC p-2, P-10
follower grade 30
See footnotes at end of table.




MIL-S-196D

TARLE T Preservation. - Continued
AtL-p-120 Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Rope:
Starting, flexible I P-2, P-19 20
metal
Cord or composi- I11 None 20
tion (with or
without handle)
Rotor:
Distributor ---- “--- 20 Use MIL-E-17555
Blower Ic P-10 grade 30 5
Saddle; engine I P-2, P-19 ----
support
Screen:
Fuel and oil pump
fuel filter and
blower: ‘
ferrous IC P-10 grade 10 20
nonferrous I, 111, IC P-2, P-10, 20 39/
P-19
Screw:
Standard - - ---- Use PPP-H-1581
Precision:
ferrous metal IC P-2, P-19, 25 3.9.1.1.3
P-18
nenferrcus metal I, 111, IC P-2, P-10, 25 39/
P-19
Seal:
0il or grease:
metallic IC P-2, P-10 30
nonmetallic IC None ---- 4/
Seat:
Fuel filter IC P-2, P-10 30
Valve and spring Ic P-2, P-10 30
Sector, starter IC None ----
Set - ---- ---- See Kit
Shaft - —--- ---- See Rod
Shell:
Crankshaft main IC P-2, P-10 ----
bearing grade 30
Radiator I P-2, P-19 ---- &/
Shield:
Fuel pump I P-2, P-19 20
Distributor, radio I P-2, P-19 20
noise suppression
Heat carburetor I pP-2, P-19 20
0il spray it P-2, P-1i9 20
Spark plug I P-2, P-19 20
See footnotes at end of table.
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See footnotes at end of table.
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TABLE I. Preservation. - Continued
MIL-P-116 , - )
Special require-
Item Method of Type Intermediate [ments exceptlons
preservation| preservative | pack quantity| and reference
Shim:
Metallic
ferrous IC P-2, P-10 50 38/
grade 30, : 3.9.1.1.3
P-18
nonferrous I, III, 1IcC P-2, P-10, 50 38/, 3%/
P-19
Nonmetallic 111 None 50 38/
3.3.3
Shoe, magneto I P-2, P-19 20
Shroud, flywheel I P-2, P-19 ----
Shunt, electrical -——- ---- ---- Use MIL-E-17555
Silencer .- - ---- See Muffler
Sleeve:
Nonprecision,
metal
ferrous I, IC P-2, P-19 20 3.9.1.1.3
P-18
nonferrous I, III, IC pP-2, P-10, 20 39/
P-19
Precision, metal:
ferrous IC P-2, P-19 20 8/
P-18 3.9.1.1.3
nonferrous I, III, IC P-2, P-10, 20 39/
P-19
Cylinder ---- ---- ---- See Liner
Slinger, water pump I P-2, P-19 10
Snap ---- ---- ---- See Ring
Solenoid:
Electrical ---- - ---- Use MIL-E-17555
Mechanical IC P-2, P-10 5
grade 30
Spacer:
Metallic:
ferrous IB, IC P-2, P-10 10 2/
P-18
nonferrous I, III, 1IC P-2, P-10 10 39/
P-19
Nonmetallic IC None 10 4/
Spindle ---- ---- ---- See Rod
Spring:
Ferrous metal:
20 gauge wire or ic p-2, P-10 20 3.9.1.1.3
over grade 30,
P-18
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TARIE I Preservation. Continued
pil-F-120 Special require-
Item Method of Type Intermediate ;ments exceptions
preservation| preservative pack quantity| and reference
15 gauge wire or I, IC P-2, B-19, 20 3.9.1.1.3
less P-18
Flat (packing) IC None 20
Garter (packing) IC None 20
Coil I, IC P-2, P-19, 10 3.9.1.1.3
P-18
Sprocket ---- ---- ---- See Gear
Stamping ---- ---- ---- See Shim
Starter:
Assembly - —--- -———- Use MIL-E-16298
Foot or hand lever I P-2, P-19, S 3.9.1.1.3
P-18
Stem:
Air cleaner and I P-2, P-19, 20 3.9.1.1.3
carburetor P-18
Valve IB, IC P-2, P-10 20 2/
grade 30, 3.9.1.1.3
P-18
Stick, dip ---- ---- ---- See Gauge
Stop, throttle end IC P-2, P-10 ----
grade 30
Strainer:
Ferrous I E-2, P-10 10
grade 30
Nonferrous I, III, IC P-2, P-10, 10 39/
P-19
Strap:
Adjusting, I P-2, P-19 20
generator
Air cleaner, fuel I P-2, P-19 20
tank
Stud ---- ---- ---- See Bolt
Support ---- ---- ---- See Bracket
Suppressor, spark - - - Use MIL-E-17555
Switch, electrical .- —--- .- Use MIL-E-17555
Swivel I P-2, P-19 20
Tachometer a—-- .- ---- Use MIL-E-17555
Tank:
Fuel:
lined I P-2, P-19 ---- 6/, 28/
unlined I P-2, P-10, ---- 16/, 28
P-19
Pressure I P-2, P-19 ---- 6/, 28/
Tappet, valve IB, IC P-2, P-10 20 2/
grade 30
See footnotes at end of table
31




TABLE I. Preservation. - Continued
MTT _D_114&
e Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
Tee ---- ---- ---- See Fitting
Terminal ---- ---- ---- Use MIL-E-17555
Thermostat:
Electrical ---- ---- ---- Use MIL-E-17555
Mechanical IC P-2, P-10 10
grade 30
Throttle, butterfly I pP-2, P-19
Thrower I P-2, P-19 10
Timer:
Assembly:
electrical ---- ---- 10 Use MIL-E-17555
mechanlcal II None 10
Tip assembly, IC P-10 grade 10 5
iﬁjectcf spray
Teols === -——-- ---- Use PPP-P-40
Tool kits and sets ---- - ---- Use MIL-T-45542
Tooth: spring, I P-2, P-19 10
starter
Trough I P-2, P-19 -—--
Tube and tubing:
Metallic ---- ---- ---- See Line
Nommetallic ---- ---- ---- See Hose
Underpan, flywheel I pP-19 ----
Union ---- ---- ---- See Fitting
Unit
Drive IT ---- 5
Sending IC P-2, P-10 20
grade 30
Voltage regulator II .--- 5 See MIL-E-17555
Universal joint IC ---- 5
Valve:
Bakelite IC None 30
Butterfly IC P-2, P-10 30
grade 30
Carburetor, float IC P-2, P-10 30
or fuel grade 30
Check, drain and
pipe:
ferrous metal IC P-2, P-10 10 See MIL-V-3
grade 30
nonferrous metal I, III, IC P-2, P-10, 10 39/
P-19
Intake and exhaust IB, IC P-2, P-10 20 2/
Solenoid ---- ---- ---- See Solenoid
See footnotes at end of table.
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TABRIE 1 Preservation. - Continued
—— Special require-
Item Method of Type Intermediate |ments exceptions
preservation| preservative pack quantity| and reference
vare .
Diffuser I, IC, 1IB P-2, P-10 20 2/
grade 30
Fuel and water I P-2, P-19 50
pump
Vaporizer, fuel IC P-2, P-10 10
assembly grade 30
Vent: well, IC P-10 grade 30 30
carburetor
Venturi, carburetor IC P-10 grade 30 20
Washer:
Nonmetallize - all IC None 50
sizes
Standard - —--- - Use PPP-H-1581
Precision:
ferrous metal IC P-10 grade 30 50
nonferrous metal I, ITI, IC P-2 P-10, 50 39/
P-19
Weight:
Carburetor and IC P-10 grade 30 30
check valve
Distributor IC None 30
Governor IC P-10 grade 30 30
Well, metering IC P-2, P-10 50
carburetor grade 30
Wick:
Distributor IC None 50
Felt - starter IC None 50
Winding ---- ---- ---- See Coil
Wire, insulated .- ———- ---- Use MIL-C-12000
1T~ vm
Gear ——-- ——-- ---- See Gear
Crankshaft - ---- -—--- See Gear
Yoke:
Clutch IC P-2, P-19 10
Filter (fuel) IC P-2 30

1/ Intermediate pack not required for parts preserved by submethods IIb, IId,
and IIf.

2/ Contact preservative shall be applied to items preserved by method IB-2.

3/ Do not use method IB-1 for bronze-backed babbit bearings.

4/ Rubber products, when packaged in multiples, shall be dusted with talc,
talcum, or soapstone powder (see 3.3.3.3).

5/ Fog or flush water passages with P-21. Fill stud orifices with P-&. Coat
ATt ad Ardentmemal s AamnAa~ s+l D_10 Pt avtrarnal mamnhina acanirfarac with
uLyaL 1ICEQ eXTerndar Suriaceés witini r-.17 LOA4UC eXternidar macnine sSurialcs wita
P-2 Seal oneninoceg (gee 3 7))

-2z seal copenin gs (see
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P-19 exterior surfaces only.

Apply preservative to interior and unpainted exterior surfaces.
Method IB-1 not to be used on parts with keyslots, oil holes,
Preserve gasket method IC prior to preserving unit method III.

barrier material conforming to MIL-B-121.
P-19.
Coil leads or cables to a minimum, safe diameter.
Preservative on unpainted ferrous surfaces only.
Clean prior to assembly

openings (see 3.7). Coat exterior bare surfaces with P-19
Apply P-21 to water passages. Apply P-7 or P-10,
Seal openings (3.7) to prevent entrances of dirt and moisture.

unpainted exterior surfaces with P-19.
Remove excess preservative.

crltlcal surfaces with P-10 and wrap with grade A,
Brush noncritical surfaces with

Fog interior surfaces with P-10, grade 30.

or bearings.

clas

Seal

Coat

Use P-6 preservative on part when using method IB-2
Clean metal surfaces and apply lacquer-resisting synthetic primer conformi
to TT-P-664 to metal surfaces. Coating on nonmetallic surfaces shall be

held to a minimum.
Clean prior to assembly.
MIL-B-121, grade A.
Method I shall only be used with P-19.
Use a preliminary wrap conforming to MIL-B-121, grade A barrier
Method III applies if painted or primed, or nonmetallic, no pres
£ ~

TT2 v memn om ey o] 3
wipe preservat metal Use fiberb

Wrap

b
3 bare surfaces. ard s

:l

Ve O
atio

!3

1
nravent deform
prevent deriorm

Flush with preservative.

material.
ervative.

s 2

critical surfaces with material conforming to

Unit pack should be paperboard or fiberboard boxes with internal cushioning

or suitable device (blocking) to prevent breakage of glass.

Individually pack in fiberboard, wood or plywood unit containers,

item welght and limits on use.

T ™1 _

=L
riusn

1.
198

i
e
Is)

Clean prior to assembliy. exterior w
Seal ends of lines with plastic caps or pressure-sensitive tape
Apply preservative by wiping. No preservative to be aleled to

controls or contacts.
Fog manifold intake with P-10; coat exterior surfaces with P-19.
Coat interior of lines with P-10, grade 30.
conforming to MIL-B-121 barrier material and pressure-sensitive
plastic caps.

Coat interior with P-10, grade 30.

If unpainted metal, coat with varnish cenfeorming te MIL-V-13811
Lacquer-resisting primer conforming to TT-P-664 may be used
P-19.

Preserve external surfaces only. Seal all openings (see 3.7).

Stiffeners of paperboard or fiberboard shall be used to provide
phvsical protection.
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39/ Preservative shall be applied to all corrosion-resistant steel with a content
of less than 18 percent chromium and 8 percent nickel and all non-anodized
aluminum and untreated magnesium items. Other nonferrous metals which may
be affected by extended periods of exposure to salt air or high humidity
shall be packaged submethod IC-I. All other nonferrous metals shall be
packaged method III.
3.9.1.1.1 (Cushioning and wrapping materials.

material shall be provided, as required, to prevent damage to the item as

determined by the criteria conforming to MIL-P-116, and to prevent puncture or
tearing of the barrier materials used in packaging. Excessive use of cushioning
within the unit pack shall be avoided since an unnecessary increase in tare
weight and cube will otherwise result. The pertormance requirements conforming

Cushioning or wrapping
o Ty (>

PRp e L =1 o a1l venvs -|-n.-l

whnen ucL.CLulLuJ.115 thie actual regquire
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tv af r~uc 111nn1~ng matarial (ena 6.6 h1nn1ng materials which have not

£ et

- ~J ~7
been chemically refined for noncorrosiveness shall only be used when such are
contained in a sealed, waterproof barrier in accordance with PPP-B-1055. Cush-
ioning materials used within the unit pack shall conform to this or any of, or
combination of, the following specifications, at the contractor’s option, which
will provide the required protection (see 3.3.4).

Specification Material
UU-P-268 Paper, Kraft Wrapping For Navy, use type II,
grade C or D
PPP-P-291 Paperboard, Wrapping and
Cushioning
PPP-F-320 Fiberboard For Navy, use class-
domestic/fire retardant
PPP-C-795 Plastic Film - Flexible For Navy, use class 3
Cellular
PPP-C-843 Cellulosic
PPP-C-850 Polystyrene Expanded, For Navy, use grade SE,
Resilient type optional
PPP-C-1120 Bound Fiber For Navy, use class A,
grade 1, type optional
PPP-C-1752 Polyethylene Feam,
Unicellular
PPP-C-1797 Resilient, Low Density,
Unicellular, Polypropylene
Foam
PPP-C-1842 Cushioning Material, Plastic,
Open Cell
MIL-B-3106 Board, uOiﬁpOSlLLuu, Water-
Resistant, Solid
MIL-R-5001 Rubber, Latex Foam, Sponge For Navy, use grade A,
type and class optional
MIL-R-6130 Rubber, Cellular For Navy, use grade A
MIL-P-19644 Plastic Molding Material For Navy, use type II
(Polystyrene Foam, Expanded
Bead)
MIL-R-20092 Rubber Sheets and Molded For Navy, use class 5

Sha_pes’ Cellular, QVnr‘hptﬂ(’

Exploded Cell
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Specification Material Special requirements

A —_

MIL-P-26514 Polyurethane Foam For Navy, use type I,
class I or II, grade
A R ar C

Qi o UL U

MIL-C-26861 Resilient Type, General

MIL-F-81334 Foam, Plastic, Flexible,
Open Cell Polyester Type,
Polyurethane

MIL-F-87090 Foam, Combustion Retardant,

upply Items

3.9.1.1.1.1 Other items. A barrier shall not be required between the
cushioning of items such as textiles, rubber, plastic, and other such items.
Cushioning devices which provide a metal to metal contact between the item and
the cushioning system shall not require the use of the barrier material separator
specified herein.

3.9.1.1.2 Transparent unit protection. Un otherwis
when transparent unit protection is selected by the contractor, or required by
the acquisition document, selection of materlals (cushioning, films and bags)
shall be in accordance with the material requirements of MIL-P-116 for the
applicable method or submethod of preservation. Intimate wraps or cushioning
applied to the item shall also be transparent Transparent wrapping or cushion-

2 .t =11 Y . rTrT

\fTT ~ = DD N 7N0C PR 4 n_170
1ng IﬂdLeLLdLb bHd.J.L conform to MIL-B- LAL7.L Cy II or lil, rrr-u-/70 OL L-r0-2/0.

o Inlacgs otharwice gnecified hnrn1n
niess s

3.9.1.1.2.1 Submarine material. Transparent packaging shall be in
accordance with MIL-STD-758.

3.9.1.1.3 Volatile corrosion inhibitor (VCI). When VCI is selected (see
table I, column 3, P-18), the preservation procedure shall be in accordance with
MIL-I-8574. 1Un therwise specified (s
. q“.

o ee 6 2 1)
PR § 3 —
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dmma e o b
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tively.

"WASH HANDS AFTER HANDLING VCI MATERIAL TO AVOID EYE OR SKIN IRRITATION."

3.9.1.1.4 Interior containers.

3.9.1.1.4.1 Unit containers Unless othe

rwi 1
containers, except those as specified in MIL-P-116 for the applicable method or
submethod of preservation, shall conform to any one of the following specifi-
cations, at the contractor’s option, which will provide the required protection.
Paperboard and fiberboard containers shall be of the weather-resistant type,
class, or grade.

se specified (see 6.2.1), uni

(9%
o
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Specification Container

PPP-B-566 Box, Paperboard, Folding
PPP-B-636 Box, Fiberboard

PPP-B-665 Box, Paperboard, Metal-Stayed
PPP-B-676 Box, Paperboard, Setup

PPP-C-96 Can, Metal 28 Gage and Lighter
MIL-C-3955 Can, Fibe Spirally Wound
MIL-D-6055 Drum, Met 1 Reusable

U s 4

Sealing and closure, as applicable, of unit containers shall conform to the
applicable container specification or appendix thereto, and as specified herein.
Closure of fiberboard boxes shall conform to method V. Bags may be used for

-r-r-r 21 N <

packaging small parts conforming to method III, when practicable. Bag closure
shall be effected by heat-sealing, adhesives, or taping. Use of other type bag
closure such as pressure-fit, zipper, and others, is acceptable for method TIII,

provided that loss of contents shall not result. When the items exceed the
weight limitations of the preceding unit containers, parts shall be packed
directly into shipping containers for the degree of packing specified (see
3.9.2).

3.9.1.1.4.2 Intermediate containers. Unit quantities in an intermediate
container shall be as specified (see 6.2.1) Intermediate containers shall be
uniform in size and shape and shall contain equal quantities in multiples of

five, not exceeding 100 unit packs within the wei ght limitations specified
herein. Unless otherwise specified (see 6.2.1), intermediate containers shall
conform to any one of the following specifications, at the contractor’s option,
which will provide the required protection. Paperboard and fiberboard containers
shall be of the weather-resistant type, class or grade.

Specification Container
PPP-B-566 Box, Paperboard, Folding
PPP-B-636 Box, Fiberboard
PPP-B-665 Box, Paperboard, Metal-Stayed
PPP-B-676 Box, Paperboard, Setup
PPP-B-1672 Box, Fiberboard, Reusable with
Cushioning

Box closure shall conform to the applicable container specification or appendix
thereto and as specified herein. Closure of fiberboard boxes shall conform to
method V. The gross weight of paperboard boxes shall not exceed 10 pounds.
Unless otherwise specified (see 6.2.1), the gross weight of fiberboard boxes

A=A

shall not exceed 20 pounds (9.072 kilograms (kg)).

3.9.1.1.4.3 Departmen th
exceed a maximum of 40 pounds (18.14 kg) net weight and a maximum of 1.5 cubic
feet (0.0425 cubic meter), with at least each of two dimensions not exceeding 16

inches (40.64 centimeters (cm)).

th

only. Intermediate containers shall not

to

(]

Arm

b

3.9.1.1.5 Provisioned items. Provisioned material shall be preserved in
accordance with table I. When the acqu151t10n1ng document specifies material to

ipment, the material shall be nncked in
eve

1 of packing specified (see 3.9.2).

3
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3.9.1.1.5.1 Arrangement of material in containers. Material shall be
arranged within the container in a compact manner. When applicable, material
accompanying equipment shall be grouped together in intermediate containers.

Each intermediate container shall be marked with the stock number of the items
contained in the package. This will provide accessibility of like parts without
undue disturbance of the other parts.

3.9.1.1.5.2 Repair parts storage boxes. When the item exceeds the size of
the bin or drawer-type stowage, or when bin or drawer-type stowage is not
provided, and when specified (see 6.2.1), repair parts accompanying the equipment
shall be furnished in repair parts boxes conforming to type M or W of MIL-B-233

When the size of repair parts storage
AarntFIaAd S+ MTT _D_271

+ha ot e rme s

o +ha aieoa
s than the minimum sizZe
t in

3 A1

3

s m
boxes conforming to PPP-B-

boxes is les peciried 1M iL-D-£25, ateriai accompanying
the equipment shall be furnished in boxes conformin g PPP-B-636, class weather-

resistant, special requirements. Closure of the fiberboard boxes shall be in
accordance with method V of the appendix to the box specification.

.9.1.1.5.3 1Index list of material. An index list of material shall be
inserted in each shipping container containing repair parts accompanying the

equipment or acquired as a set or kit. The list shall be inserted in the index
list support located on the interior side of the cover of the repair parts box or
suitably placed on the inside of the box for quick accessibility of the list.

The 1lSt shall be placed in a transparent, waterproof plastic bag, minimum 4 mils
thick. Closure shall be by heat sealing.

.9.1.1.5.4 Sets or kits. When sets or kits of tools are furnished,

rvation of individual tools shall be in accordance with table I, except as

(a) Sets of kits of tools furnished in a plastic or leather case shall
be unit packaged conforming to IC-2 of MIL-P-116.

(b) Sets or kits of tools furnished in finished wooden cases such as
varnished, wood micrometer cases intended for use as a tool box
or chest shall have each tool preserved as specified in table I.
The unit pack shall be preserved conforming to IC-2 of MIL-P-116,

with the wood case as the inner container Projections such as
hinges and catches on the inner container shall be cushioned with

e
material as specified in 3.9.1.1.1. The outer container of the
unit pack shall conform to PPP-B-636, class weather-resistant.
Outer container closure shall conform to method V of the appendix
to PPP-B-636.

(c) Tools in a kit, which may be damaged by preservatives from other
t+mnl o chaTll Lo ersvvamemad ~v oo
Luulos, Slialil vCE Lappeu OL uasécu
3.9.1.2 Level B (see 6.4.1.2). Cleaning, drying, preservative application,

and the methods of preservation shall conform to MIL-P-116 and table I herein and
as specified in the substitution list as follows:
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Level A Level B
I1 IA or IC
IA IC
IC* IIT or I
I I
I11 I1I

*Paper products shall receive a preservation method not lower than IC.

3.9.1.3 Level C. Cleaning, drying, preservatives and methods of preser-
vation (unit protection) shall be as specified for level B (see 3.9.1.2) except
that interior containers (see 3.9.1.1.4) may be of the non-weather resistant or

domestic type, class or grade with selection at the option of the contractor.

ment of the Army only. Unless otherwise specified (see
6.2, 1) unit and intermediate containers not conforming to weather-resistant
class requirements of PPP-B-636 and PPP-B-676 shall be overwrapped with barrier

material to provide equal weather-resistant protection.
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3.9.1.4 Commercial. Commercial packaging shall conform to ASTM D 3951.
3.9.2 Packing Packing shall be level A, B, C, or commercial, as specified
3.9.2 Packing. Packing shall be level A, B, C, or commer

(see 6.2.1).

3.9.2.1 General requirements.

3.9.2.1.1 Shipping containers. Unless otherwise specified (see 6.2.1),
containers for packing levels A, B, and C shall conform to the exterior shipping
container requirements of MIL-STD-2073-1. When the acquisition document doces not
specify MIL-STD-2073-1, exterior containers for the level of packing required

shall be as specified herein. Shipping containers shall be of minimum weight and

cube. Containers listed herein shall not preclude the use of other containers

listed, provided they have been approved by the contracting activity (see 6.2.1).

Shlpplng containers shall be of similar construction, of uniform size, consistent

with protection required, and shall contain, when practicable, identical
n

’
PRpe P
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’
1t mrmt T =t A AafE $dAented A~ £ e Qemm s =~ - et mem Feaamem s al s A cthall WA ~anl-aAd
Yualititlies UL identicalr i1Cems. DPCLLd.L [ wliCell LULIlLSIIiCeU, Sllall LT pacncu
wit the item for which thev are intended
wilth m ror which the are 1ntended

J

3.9.2.1.2 Anchoring, blocking, bracing, cushioning, and waterproofing.
Anchoring, blocking, bracing, cushioning, and waterproofing of container contents

shall be in accordance with MIL-STD-1186, MIL-P-116, 3.9.1.1.1 herein, and the
applicable container specification or appendix thereto. Supplemental information
is provided as specified in 6.6.

MIL-A-25175.

3.9.2.2 Level A. Unless otherwise specified (see 6.2.1), material pre-
served as specified (see 3.9.1) shall be packed in containers conforming to any
one of the following specifications at the contractor’s option:
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Container
Specification (see 3.8) Type, class or style (see note 1) Remarks
PPP-B-585 Wood, Wirebound Class 3 (see note 2)
PPP-B-601 Wood, Cleated- Overseas {see note 2)
Plywood
PPP-R-621 Wood, Nailed and Class 2 (see note 2)
Lock-Corner
NOTES
1. Maximum gross weight, container plus contents, shall not exceed the
applicable requirements for the style, type or class container
selecte
2. Shipping ccntainers exceeding 200 pounds (90.72 kg), gross weight shall
be modified to include a skid-type base providing a minimum clearance

of 2-1/2 inches (3.81 cm) to facxlltate handling by mechanical
handling equipment during transportation, storage, and stowage.

3.9.2.2.1 Closure, reinforcing and waterproofing. Wood, plywood, and
cleated boxes shall be closed and reinforced in accordance with the applicable
container specification or appendix theretoc. Unless otherwise specified (see
6.2.1), wood, plywood, and cleated shipping containers shall be provided with
waterproofing as specified in 3.9.2.1.2. When shipping containers are packed

with products or packages meeting the following requirements, waterproofing will
not be required:

(a) Items which are completely painted and have no unprotected
critical surfaces
(b) Large items which are completely coated with a corroesion resistant

aint or preservative type P-1, P-19, or P-10 with critical
surfaces, if any, on the interior of the item and where the
critical interior surfaces are preserved and all openings sealed
(see 3.7).

(c) Method IC packs

7 3N g KN & SR PRSNEON, SR T U U i P L T e b~ tln errntenr YraT A

(Qa) riretnoad 11 p4dacCKs wiiell dli dierldls C‘\LULLUL CO L€ waiel vapii-
barrier have water resistance equal to or exceeding the ter
resistance conforming to PPP-B-636 fiberboard boxes.

(e) Intermediate packs (or unit packs when no intermediate packs are

required) for which the container conforms to the weather-
resistant class of PPP-B-636, and such are closed and water-
proofed as specified herein.

a0 a L G B R UL . P ¥ < L - VO s | atarvmial wra

Dd.T.4L.O Levelil D. uniess oOlLlierwise speclilied (5€ee 0..4.1)/, hatcilal pie-
served as specified (see 3.9.1) shall be packed in containers conforming to any
one of the following specifications at the contractor’s option:
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Container
Specification (see 3.8) Tvpe. class or stvle (see note 1) Remarks
PPP-B-576 Wood, Cleated, Class 2 (see note 2)
Veneer Paper
Overlaid
PPP-B-585 Wood, Wirebound Class 2 {(see note 2)
PPP-B-591 Fiberboard, Weather-resistant
Wood- Cleated
PPP-B-601 Wood, Cleated- Domestic (see note 2)
Plywood
PPP-B-621 Wood, Nailed and Class 1 (see note 2)
Lock-Corner
PPP-B-636 Fiberboard Weather-resistant {see note 2)
PPP-B-640 Fiberboard, Class 2
Corrugated
Triple-wall
NOTES

1. Maximum gross weight, container plus contents, shall not exceed the
applicable requirements for the style, type or class container
selected.

2. Shipping containers exceeding 200 pounds (90.72 kg), gross weight shall
be modified to include a skid-type base providing a minimum clearance
of 2-1/2 inches (3.81 cm), to facilitate handling by mechanlcal
handling equipment during transportation, storage, and stowage.

3.9.2.3.1 Closure, reinforcing and waterproofing. Closure, reinforcing and
waterproofing of shipping containers shall be as specified in 3.5.2.2.1.
Trmtarmadlata Filhavhanwd nmcbadomnwen 2 0 1 1 /. I\ amemFarvmios A D'DD_ e ¥
dilLTcrLuiculiacce L.LUCLUUCI.LU bUllLdLLlCLD \acc 4.7.L.1L.9%.4) CULILULIUILLIYE LU LLL TuIuv,
closed, sealed, reinforced and waterproofed as applicable, and used as shipping

containers need not be over packed. When specified (see 6.2.1), waterproofing
may be required for wood, plywood and cleated containers.

e 3.9.1) shall be
except that

3.9.2.4.1 Skids. For shipping containers exceeding 200 pounds (90.72 kg)
gross weight, or when the length and width is 48 by 24 inches (121.92 by 60.96
cm) or more and the weight exceeds 100 pounds (45.36 kg), a minimum of two 3 by 4
inch (7.62 by 10.16 cm) nominal skids, laid flat, shall be applied and secured in

b
a manner which shall support the material and facilitate the use of material
handling eaquinment durine trancnortation ctnraoce and ctowace
.......... g equipment cduring transpertatlor steorage, and stowage.

3.9.2.5 Commercial. Commercial packing shall conform to ASTM D 3951, and
where applicable, skids shall be applied as specified in 3.9.2.4.1.

3.9.2.6 Palletized unit loads. When applicable (see
packed as specified shall be palletized conforming to MIL-

material
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3.9.2.7 Repair parts boxes. Repair parts boxes (see 3.9.1.1.5.2), shall
require overpacking for shipment in accordance with the applicable level of
packing as specified in the acquisitioning document.

3.9.3 Marking. In addition to any special marking required (see 6.2.1 or
herein), marking, including bar coding, of interior and exterior packs for levels
A, B and C shall conform to MIL-STD-129 Marking for commercial interior and
exterior packs shall conform to ASTM D 3951 and shall include bar code marking

conforming to MIL-STD-129.

3.10 Workmanship. Workmanship shall be such that, when the proper proce-
dures are followed, the material being processed will receive the required
protectlon against corr051on deterioration, and damage during shipment, storage,

4.

fol

UALITY ASSURANCE PROVISIONS

4.1 Responsibility for inspection. Unless otherwise specified in the
ntract or purchase order, the contractor is responsible for the performance of

all inspection requirements as specified herein. Except as otherwise specified
n the contract or purchase order, the contractor may use his own cr any cother
facilities suitable for the performance of the inspection requirements specified
herein, unless disapproved by the Government. The Government reserves the right
to perform any of the inspections set forth in the specification where such
inspections are deemed necessary to assure supplies and services conform to

prescribed requirements.

fte

4.1.1 Responsibility for complianmce. All items must meet all reguirements
of sections 3 and 5. The inspection set forth in this specification shall become
a part of the contractor’s overall inspection system or quality program. The
absence of any inspection requirements in the spec1f1catlon shall not relieve the

contractor of the responsibility of assuring that all products or supplies sub-
mitted to the Government for acceptance comply with all requirements of the
contract. Sampling in quality conformance does not authorize submission of known
defective material, either indicated or actual, nor does it commit the Government
to acceptance of defective material.

herein are cl

ication of inspections. The inspection requirements specified
fied as follows:

4.2 ClaSSLf
si

(a) First article inspection (see 4.4).
(b) Quality conformance inspection (see 4.5).

4.3 Inspection conditions. Unless otherwise specified (see 6.2.1), all
inspections shall be performed in accordance with the test conditions specified
in the applicable specification.

tion on
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incgnacrtad and arcrantoad far tha cama mathnd faor an idantical item hV rhp same
inspected and accepted ICr Thae same metacl ICeY an léentlcal llell o) it =24
contractor and satisfactory evidence can be furnished to the Government that the

items have been prepared identically with the previously approved pack. First
article inspection shall be repeated when changes are made in preservation and
packing materials, processes, or designs.

4.4.2 First article testing. When specified (see 3.2 and 6.2.1), a
e Y e —_ = =1_ PR - S T S, 1L -1 v - PR DR . | a—— —la o PR SR Py —~— o~
COl p.LELe pac& oL ne l1puems sndil e SuDJe'LBU LO Llle eXxXdillildlLi0ll dlilu LeEdLd
AanfAarmine +a MTT _D_114 Trnrtliidine +ha raioch andline tactc Mathod TIC cshall be
\.ULLA.ULAML.LLB i 1 S Ry ) A A A '] Lllb&uu&kl& il Luubll Llﬂllu&-l.l.lb e ad nd o hAANs \h i b s AACA A A
tested for leakage in accordance with the hot water tegbnique conforming to
MIL-P-116 Unless otherwise specified (see 6.2.1), cyclic exposure tests shall

not be required. Upon completion of the rough handllng tests, the item shall be
inspected, as applicable, in accordance with the initial acceptance limits of the
item specification to determine freedom from operational malfunction.

7 7 " ™e . T S | . e e e a® e a2V emma e L mmn /1. N\
4.4.0 r1lrs article es excep ons. 1St 4dritlcCle (eSLliily (dSee 4.9.2)
w111l na+t ha ramiirad whan-
WL A AV - v LC\-I“J..LC\L WLICTLL .

(a) Commercial preservation or packing is specified.

(b) Detailed packaging instructions are furnished by the contracting
activity such as a configuration controlled drawing or packaging
requirements code.

(c) The pack has been previously submitted and accepted (see 4.4.1).

Lo Devnmnnadisran and marmas+s IThan smandtFiad dn +ha Aantyarnt+t Ay nrdar a

.. L LU TUULL © ailul LCHULL. wilitTl1L DPC\_J.L.LCU 411 “ilc Luvllviav e v VaiucTL, <@
first article inspection procedure and inspection report shall be prepared (se
6.2.2)

4.5 Quality conformance inspection.

4.5.1 Levels A, B and C. Unless otherwise specified (see 6.2.1), quality
conformance inspection and inspection lots shall be in accordance with MIL-P-116,

to

4.5.2 Commercial. Unless otherwise specified (see 6.2.1), quality con-
formance inspection and inspection lots shall be in accordance with the
contractor'’s procedures.

5. PACKAGING

I N Sy a1 1Y — a1l = _ ———m— 2 L2 a2 \
\NOL dppilCdble LO LillS 5S5pecCllicdiloll. )

6. NOTES

6.1 Intended use. The packaging requirements specified in this specifi-
cation are intended to assure proper and safe delivery, storage, stowage, and
transportation of supply support items, accessories and kits for direct shipment

to Government activities, or for material processea at a mlthary activity; and
Py <
L
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6.2 Qrdering data.

6.2.1 Acguisition requirements. Acquisition documents should specify the

following:

(a)
(b)
(c)
(d)
(e)
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(r)
(s)
(t)
(1)
(v)
(w)
(x)
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When flrst artlcle is required (see 3.2 and 4.4.2).

When a dummy or simulated load may be used (see 3. 2 1).

Unit pack quantity if other than specified (see 3.6).

When fire-retardant treatment for lumber and plywood is not
required (see 3.8(a)).

When fire-retardant fiberboard is not required (see 3 )]

Level of preservation and packing required (see 3.9.1 and 3.

When submethod selection is other than contractor’s o
3.9.1.1).

When a preservative compound shall be used with VCI (see
3.9.1.1.3).

Interior container (unit and intermediate) selection if other than

contractor’s option (see 3.9.1.1.4.1 and 3.9.1.1.4.2).

b Al e e e S L — 2 A 2 o — &

TTem 2 Prp = fo o
unit qudalititlies u:qu.u.eu il an 1lncermedliatcte corncainer \see

b

=
ct
jop

When gross weight of fiberboard containers may exceed 20 pounds
(9.072 kg) (see 3.9.1.1.4.2),.

Whether repair parts boxes are required; if required, the type
required (see 3.9.1.1.5.2).

When an interior container barrier material overwrap is not

required (see 3.9.1.3.1).

Cantainar calansnt+ian IF Athar +haon ananiFiaAd fcaa 1 0 2 1 1N
wwviivaAadliic L SCicw iV, 44 vLiuicL viliail DPCMLLLCU \occT e e ko) .
Approval of unlisted containers (see 3.9.2.1.1).

Shipping container selection if other than contractor’s option

(see 3.9.2.2 and 3.9.2.3).

When waterproofing is not required (see 3.9.2.2.1).

When waterproofing is required (see 3.9.2.3.1).

Palletized unit loads when appiicable (see 3.9.2.6).

upEClaL maLn;ué reguired (see 3.59.3).

Test conditions if other than specified (see 4.3).

When cyclic exposure tests are required (see 4.4.2).

When quallty conformance inspection and inspection lots are other
than as specified (see 4.5.1).

Quality conformance inspection and inspection lot requirements, if
other than specified (see 4.5.1 and 4.5.2).

is used in an dbqu;a; tion
ients identified below
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dat !
11 be developed as specxfled by an approved Data Item Description (DD Form

1664) and delivered in accordance with the approved Contract Data Requirements

List (CDRL),

incorporated into the contract. When the provisions of DoD FAR

Supplement, Part 27, Sub-Part 27.475-1 (DD Form 1423) are invoked and the DD Form
1423 is not used, the data specified below shall be delivered by the contractor
in accordance w1th the contract or purchase order requlrements Deliverable data

[éd 111 W1 &AW LI11Y  HI1tuIuue 1 L1 UUNKRNS
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Paragraph no. Data requirement title Applicable DID no. Option

3.2.1 Notification of tests DI-T-23731 ----

3.3.2.1 and Certificate of compliance DI-E-2121 ----

3.3.3.3

3.4.1 Drawings, engineering and DI-E-7031 ----
associated lists

1.4.1 Special packaging DI-PACK-80121 ----
instruction (SPI)

3.4.2 Preservation and packing - DI-PACK-80120 ----
data

3.4.3 Plan, integrated logistic UDI-L-21054 ----

{packagingj, handling,
storage and transportation
section

4.4.4 First article inspection DI-T-4901 ----
procedure

4.4.4 First article inspection DI-T-4902 ----
report

{(Data item descriptions related to this specification, and identified in
section 6 will be approved and listed as such in DeD 5010.12-1.., AMSDL Copies

of data item descriptions required by the contractors in connection with specific
acquisition functions should be obtained from the Naval Publications and Forms
Center or as directed by the contracting officer.)

.2.2.1 The data requirements of 6.2.2 and any task in sections 3, 4, or 5

of this specification requlred to be performed to meet a data requirement may be
waived by th ntr n by the offeror

S /

nnt n
that identical data w - by the Government
under a previous contract for 1dent1ca1 ltem acqulred to this spec1f1cat10n.
This does not apply to specific data which may be required for each contract
regardless of whether an identical item has been supplied previously (for
example, test reports).

o
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§.3 First . artic 5p ion is require
should be a first article sample. The first article should consist of one uni
The contracting officer should include specific instructions in acquisition
documents regarding arrangements for examinations, approval of first article test
results and disposition of first articles. Invitations for bids should provide
that the Government reserves the right to waive the requirement for samples for
first article 1nspect10n to those bidders offering a product which has been
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the bid that prior Government approval is presently appropriate for the pending

contract.

6.4 Definitions or explanation of terms.

) b ~ . ~y Fai 30 ) . 1 1 ~ N P -

6.4.1 Levels of protection. The following levels of protection apply
equally to preservation and packing:
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6.4.1.1 Level A. This packaging provides maximum protection. It is needed
to protect material under the most severe worldwide shipment, handling and
storage conditions. Preservation and packing should protect material against

direct exposure to extremes of climate, terrain, and operational and
traﬁspcrtatiOﬁ environments, without protection other than that provided by the
pack. The conditions to be considered include, but are not limited to:

(a) Multiple handling during transportation and intransit storage from
point of origin to final user.
(b) Shock, vibration, and static loading during shipment.
(c) Loading on shipdeck transfer at sea, helicopter delivery, and
offshore or over-the-beach discharge, to fimal user.
(d) Environmental exposure during shipment or during intransit
house facilities are limited or

operations where port and ware
nonexiste

(e) Outdoor storage in all climatic conditions for a minimum of 1
year.

(f) Static loads imposed by stacking.

Note: For packing (exterior containers) it has been determined and agreed
upon by the joint DoD packaging administrators that fiberboard and
paperboard are not acceptable materials for use under level A

packing.

6.4.1.2 Level B. This packaging provides intermediate protection. It is
needed to protect material under anticipated favorable environmental conditions

of worldwide shipment, handling, and storage. Preservation and packing should
protect material against physical damage and deterioration during favorable
conditions of shipment, handling, and storage. The conditions to be considered
include, but are not limited to:

(a) Multiple handling during transportation and intransit storage.
(b) Shock, vibration, and static loading of shipments worldwide by
truck, rail, aircraft, or ocean transport.

o a £ mT e mrim
I3

) rdVULdU.L!: warernouse env iruumcux_ ICY a minimul .

d) Environmental exposure during shipment and intransit transfers,
excluding deck loading and offshore cargo discharge.

(e) Stacking and supporting superimposed loads during shipment and

extended storage.

AfF 18 manthe
CI L& NSNS

Note: For packing (exterior containers) weather-resistant grades of
fiberboard and paperboard are permitted under level B. Domestic
type or grade (non-weather resistant) fiberboard and paperbeard
are not acceptable under level B packing. Level B packing as
defined in 6.4.1.2(b) covers shipment worldwide by all types of
transportation.

6.4.1.3 Level C. This packaging provides minimum protection. It is needed

to protect material under known favorable conditions. The following criteria
determine the requirements for this degree of protection:

(a) Use or consumption of the item at the first destination.
(b) Shock, vibration, and static loading during the limited
transportation cycle.
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(c) Favorable warehouse environment for a maximum of 18 months.

(d) Effects of environmental exposure during shipment and intransit
delays.

(e) Stacking and supporting superimposed loads during shipment and

e

6.4.1.4 (Commercial. Although not specifically defined by any Government
regulation or instruction, commercial packaging (preservation and packing) is
understood to be those practices by manufacturers and suppliers to protect and
identify material and items packaged for retail and wholesale distribution
purposes. AS D 1 provides guidance in the application of commercial
packaging. I een determined by joint DoD instructions that commercial,
also in some areas addressed as industrial packaging, should only be used or
specified when such packaging is known to satisfy the DoD needs. Such use should
be determined before a contract for supplies is awarded or within the life cycle
of the contract when substantial savings to the Government may result. Commer-
cial (industrial) packaging should not be specified where multiple shipment and

handlings are anticipated or desired.

& L2 Panlracine and Tt
S.=.<4 X O

6.4.2.1 Critical items. Critical items are items meeting one or more of
the following criteria:

(a) Chemically critical. Chemically critical items are items of such
a nature that any degree of deterioration (in the form of rust,
stain, scale, mold, fungi, or bacteria) when acted upon by

oxvoan moi cf-nrn cimlicht T1ivine oroanicme tamnerature time
eXygen, meisture suniignt, iilving crganisms, temperature, Tine

and other contamlnants, will result in premature failure or
malfunction of the item or equipment in which installed or to
which the item is related.
(b) Physically critical. Physically critical items are items having a
surface finish of 63 micro-inches or less and items req rlng a
a
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6.4.2.2 Exterior pack. An exterior pack is a container, bundle, or
assembly which is sufficient by reason of material, design, and construction to

protect material during shipment and storage. This can be the unit pack or a

container with any combination of unit or intermediate packs.

An int
narnlkre nf
packs of

6.4.2.4 Marking. Marking is an application of numbers, letters, labels,
tags, symbols, or colors for handling or identification during shipment and
storage.

6.4.2.5 Military packaging. Military pac caging is the materials and
methods or procedures prescribed in Federal and Military specifications,
standards, drawings or aother authorized documents which provide the level of
packaging protection determined necessary to prevent damage and deterioration

during worldwide distribution of material.



6.4.2.6 Noncritical items. Noncritical items are all items not meeting the
criteria set forth for critical items.

6.4.2.7 Packaging. Packaging is the process and procedures used to protect
material from deterioration or damage. It includes cleaning, drying, preserving,
packing, marking, and unitization.

6.4.2.8 Packing. Packing is the assembling of items into a unit, inter-

mediate, or exterior pack with necessary blocking, bracing, cushioning, weather-
proofing, reinforcement and marking.

6.4.2.9 Preservation. Preservation is the application of protective mea-
sures, including cleaning, drying, preservative materials, barrier materials,
cushioning, and containers when necessary.

6.4.2.10 Repair parts. Repair parts are those support items that are coded
to be not repairable (that is, consumable items (see MIL-STD-1561)).

6.4.2 11 Snares Snares are those sunmort items that are coded to be
6.4.2.11 Spares. Spares are those suppor
repairable (that is, repairable items (see MIL-STD-1561)).

6.4.2.12 Support items. Support items are items subordinate to, or asso-
ciated with, an end item (that is, spares, repair parts, tools, test equipment,
support equipment and sundry materials) and required to operate, service, repair,

PR Sy | PTG fcaa MTT QTN [~ BAY
O oOvernaulr an ena 1icer (See L'ILL‘DLU'.L_)O.L}.

6.4.2.13 Unit pack. Unit pack is the first tie, wrap, or container applied
to a single item or quantity thereof, or to a group of items of a single stock
number, preserved or unpreserved, which constitutes a complete or identifiable
package.

6.5 Asbestos It is the intent of the Government to eliminate the use o
noehactne aveaant in +haca Aancoe Fhat a2 ciii+tahla al+tavmnatriva matrarial sannnt he
asSvUToLUuo TalLTpL 1il Liluotc Laosco LilalL a SuUlLLauUulT aliilClliAdauLlyvyT lUalLTiiad Lvailllive woe
used to obtain the desired results., In those cases in which components or
materials being packaged contain asbestos predominately in their make-up, such

items will be separately packaged and marked (see 3.3.3).

6.6 Detailed information. Supplemental information on packaging may be
found in the following manuals:

nsa 4145 2 Vol T T™3IR.230.1 AVUSTIP PIIR 502 AFP 71-.158 CO P40Q30.31B
/I s TATYS L Ly VL. J., diiIU ~Jv 4y AVLA VUL PR - T Ly L2A A& 7 A Aoy LA ATV o - Aas
Preservation and Packaging (Volume I) (National Stock Number
0530-LP-050-2073).

DSAM 4145.2, Vol IT, TM38-230-2, NAVSUP PUB 503, Vol. II, AFR 71 16, MCO

NQAM m™s1Q N4 ATAYTOTITD DIM £N/ ATD 15 N1 _1 ATD 71 _Q MAON DANTIN 1NN
DoAall 4L‘+.) / 1Mo50-450, NAVOUL rub ou4, Arr i1o-vl-o, aArr /1-0, NUU '8UIOV.,. VD,
Preparation of Freight for Air Shipment (National Stock Number

0530-LP-050-4001).
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DSAM 4145.3, TM38-250, NAVSUP PUB

sonll saas DAV IIERA TN

, AFR 71-4, MCO P4030.

5 1 >
Air Shipment (National Stock Number
0530-LP-050-5007).

MIL-HDBK-304, Package Cushioning Design.

6.7 Material safety data sheets. Contracting officers will identify those
activities requiring copies of completed material safety data sheets prepared in
accordance with FED-STD-313 and 29 CFR 1910.1200. The pertinent Government
mailing addresses for submission of data are listed in FED-STD-313. 1In order to
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6.8 Subject term (key word) listing.

Compressors
Engines, cushioning and wrapping
Internal combustion engines

Volatile corrosion inhibitor (VCI)
6.9 Changes from previous issue. Asterisks are not used in this revision

to identify changes with respect to the previous issue due to the extensiveness
of the changes.

Custodians: Preparing activity:
Army - SM Navy - SH
Navy - SH (Project PACK-0812)

Air Force - 69
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INSTRUCTIONS: In a continuing effort to make our standardization documents better, the DoD provides this form for use in
submitting comments and suggestions for improvements. All users of military standardization documents are invited to provide

suggestions. This form may be detached, folded aiong the lines indicated, taped along the loose edge (DO NOT STAPLE), and
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maiiéd. 1n DIOCK o, D€ a8 §pecCiliC a8 POSSivI€ av0uUL parvicuiar proo:€ém areas sucn Oraing winicn requirea int rpretation, was
too rigid, restrictive, loose, ambiguous, or was incompatible, and give proposed wording changes which would alleviate the

problems. Enter in block 6 any remarks not related to a specific paragraph of the document. If block 7 is filled out, an
acknowledgement will be mailed to you within 30 days to let you know that your comments were received and are being
considered.

NOTE: This form may not be used to request copies of documents, nor to request waivers, deviations, or clarification of
specification requirements on current contracts. Comments submitted on this form do not constitute or imply authorization

to waive any portion of the referenced document(s) or to amend contractual requirements,
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